Letters to the Editor

Environmental Temperature and the Risk of Subarachnoid Hemorrhage

To the Editor:

Like Lejeune and associates, we have found an association between low environmental temperature and the risk of subarachnoid hemorrhage. In our study, which was carried out in King County, Wash, the meteorologic variable with the strongest relation was dew point. Dew point is the temperature to which a given parcel of air must be cooled at a constant pressure and constant water vapor content for saturation to occur. We hypothesize that exposure to cold was the actual risk factor, probably because of changes in blood pressure, but that people were more likely to expose themselves to low temperatures on clear days when the dew point was low than on rainy or overcast days when the temperature was the same but the dew point was higher. Thus, low dew point would be associated more strongly than temperature alone with an increased risk of subarachnoid hemorrhage. We wonder whether the investigators from France also found an association of subarachnoid hemorrhage with dew point.

W.T. Longstreth, Jr, MD, MPH
Division of Neurology
Department of Medicine
School of Medicine
Nicholas Bond, PhD
Joint Institute for the Study of the Atmosphere and Ocean
University of Washington
Seattle, Wash

References

The Challenge of Characterizing Emboli by Transcranial Doppler Sonography

To the Editor:

We read with great interest the recent article by Bunegin et al presenting a transcranial Doppler (TCD) technique for detecting and sizing air emboli by spectral analysis and signal power measurements. Their article raises a number of issues on which we would like to comment.

1. It is interesting that Bunegin et al find no significant power spectrum feature above 500 Hz, for either intrinsic blood flow (expected peak Doppler shifts, 700 to 2000 Hz diastolic/systolic) or air bubbles, for which they expected frequencies of over 2500 Hz. It would be very helpful if Bunegin et al were to specify in more detail the ultrasound and signal processing parameters, the fast Fourier transform (FFT), and the sampling rate from the audio signal in particular. The maximum measurable Doppler frequency is half the sampling frequency because of the Nyquist restriction. This sampling frequency is reported as 1024 Hz for the filtered signal studies but is not specified for the broad-spectrum studies without filtering.

The authors claim that analyzing a longer sample segment increases spectral resolution and give the impression that the full 4-second sample is used. However, there are further factors to be considered. The pulse length of the Doppler system will ultimately limit the spectral resolution achievable, so there is no point in increasing the sample time indefinitely. Furthermore, caution is needed in assessing spectral features and shapes because the FFT would like to comment.

2. The authors discuss the reasons for the 10-fold difference in slope between the in vivo and in vitro calibration curves of signal power against embolus volume. Another factor would be the attenuation caused by the overlying tissue, which is unlikely to be matched by the laboratory model. Therefore, their technique would require some means of establishing a reference level to make measurements of bubble size comparable between subjects.

3. Their lower limit of bubble size for reliable detection is approximately 1 μl, which corresponds to a diameter in excess of 1 mm. It would certainly be useful to detect and size smaller bubbles to deal with the more subtle (but still significant) effects of large numbers of small bubbles. A spherical bubble of 50 μl would have a diameter greater than that of the middle cerebral artery, and there are likely to be problems analyzing this situation from both the fluid dynamics and ultrasound points of view.

4. There is clearly a positive power law relation between the (filtered) TCD signal power and bubble volume, not a negative exponential one as Bunegin et al suggest.

5. The signal power approach views bubbles simply as strong scatterers. The Doppler spectral features obtained therefore provide more a description of the ultrasound and analysis systems and the translational motion through the beam than of the composition of the scatterer itself. This approach does not really discriminate

References
The challenge of characterizing emboli by transcranial Doppler sonography.

P D Hill

Stroke. 1994;25:1882-1883
doi: 10.1161/01.STR.25.9.1882.a

Stroke is published by the American Heart Association, 7272 Greenville Avenue, Dallas, TX 75231
Copyright © 1994 American Heart Association, Inc. All rights reserved.
Print ISSN: 0039-2499. Online ISSN: 1524-4628

The online version of this article, along with updated information and services, is located on the World Wide Web at:
http://stroke.ahajournals.org/content/25/9/1882.1.citation

Permissions: Requests for permissions to reproduce figures, tables, or portions of articles originally published in Stroke can be obtained via RightsLink, a service of the Copyright Clearance Center, not the Editorial Office. Once the online version of the published article for which permission is being requested is located, click Request Permissions in the middle column of the Web page under Services. Further information about this process is available in the Permissions and Rights Question and Answer document.

Reprints: Information about reprints can be found online at:
http://www.lww.com/reprints

Subscriptions: Information about subscribing to Stroke is online at:
http://stroke.ahajournals.org/subscriptions/